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AS-027R - AS-035R - AS-045R - AS-070R

A B C D L* F1 F2 F3 IPE IPN HEA

AS-027R SV 2700 3170 567 515 1045 350 503 245 117 450 360 250 60 50 305x10 380 400 maxi 140  28/40 18/24 24/36

AS-035R SV 3500 3580 655 635 1220 380 595 274 138 500 400 300 70 60 360x10 380 400 maxi 140  30/42 23/30 30/45

AS-045R** 4650 3890 722 714 1347 445 771 340 163 600 500 340 80 70 400x12 380 400 maxi 140  35/45 28/38 38/55

AS-070R SV 6900 4400 860 850 1660 480 1085 415 217 700 600 430 95 85 560x16 380 600 maxi 140  40/60 35/50 50/80
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AS-027R - AS-035R - AS-045R - AS-070R
Scrap shear AS 

Weight without top plate.
L* : Jaws width.
** : With SV for Flow under 400 liters/min ; Without SV over 400 Liters/min

Top Plate for bolt on bracket.

Continuous 360° hydraulic rotation.

Reversed cylinder, protected ram.

Body in high tensile steel.

Central pin with tightening
adjustment, side guide for the
mobile jaw.

Reversible blades, patented cutting
process.
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